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FIG. 2 
(CONVENTIONAL) 




FIG. 3 
(CONVENTIONAL) 
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START 
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PROVIDING A VOLTAGE INPUT TO A MAIN INPUT 
DIFFERENTIAL PAIR 

i 

MIRRORING A TAIL CURRENT TO THAT OF THE CURRENT 
THROUGH THE MAIN INPUT DIFFERENTIAL PAIR BY USING A 
SQUEEZABLE TAIL CURRENT SOURCE THAT INCLUDES: 
A CURRENT SOURCE, 
A FIRST TRANSISTOR PAIR, 
A BIAS TRANSISTOR, AND 
A SECOND TRANSISTOR PAIR 



ISOLATING THE BIAS TRANSISTOR AND THE FIRST 
TRANSISTOR PAIR FROM A DRAIN VOLTAGE OF THE SECOND 

TRANSISTOR PAIR, 
THEREBY CAUSING THE SECOND TRANSISTOR PAIR AND THE 
MAIN INPUT DIFFERENTIAL PAIR TO HAVE A COMMON DRAIN 

BIAS 

""squeezing THE TAIL CURRENT AS THE VOLTAGE INPUT IS 
DECREASED, THEREBY INCREASING A GATE VOLTAGE OF 
THE BIAS TRANSISTOR AND ALLOWING CURRENT THROUGH 
THE MAIN INPUT DIFFERENTIAL PAIR TO REMAIN NEARLY 

CONSTANT 
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FIG. 6 



